18036, 19036, 18136, 19136
ACIL AYDINLATMA ARMATURLERI

na-be 2

MONTAJ
Arka kapadi gikartmak igin yanlarda bulunan tirnaklari tornavida Armatiirii monte edeceginiz yere arka kapadi vidalayiniz. Armatir kablo baglantisi igin makas vb. malzemeler

yardimi ile aciniz. yardimiyla belirlenmis olan blami diizgince kesiniz.

BAGLANTI TEST
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Baglanti islemi icin klemens konumu. Yesil Led: Cihaz beslemesi mevcut ve sarj islemi siiriiyor.
LAMBA DE6i§TiRMEK
Floresan degisimi igin armatiriin yan kismindaki tirnaklar yardimiyla 6n kapak agilir. Floresan yukaridan asagiya dogru gevrilerek gikartilir ve yenisi takilir.
TEKNIK OZELLIKLER
IP/IK i
Il
NiCd h saan W Giigy VA (Voltamper) I wiimen)
18036 20 A (Kesintide yanar) 4.8V 1000 mAh 1 8 1,2 100
19036 20 A (Kesintide yanar) 4.8V 2200 mAh 3 8 1,2 100
18136 20 B (Kesintide ve siirekli yanar) 4.8V 1000 mAh 1 8 82 100
19136 20 B (Kesintide ve siirekli yanar) 4.8V 2200 mAh 3 8 82 100

UYARI:

- Faz ve nétr girilerinin dogru baglandigindan emin olunuz.

- Cihaz garanti siresini doldurdugunda, pillerini degistiriniz.

- Batarya émriinii uzatmak icin bataryalar en az 12 haftada 1 kez tamamen bosaltiimalidir. (Ana giic kaynagi kesilerek calistirimalidir.)
- ~85-265 Vac / 50-60 Hz. besleme gerilimini yalnizca “L" ve “N" ile belirtilen klemenslere veriniz. Diger klemensleri bos birakiniz.

iMHA
ﬁ Bu isaret bu iriniin atik ¢8p kutularina gelisi giizel atimamast; imha edilmesi gevre saghgi agisindan yetkili birimlerin atik toplama noktalarinda toplanmasi gerektigini gésterir. Bilgi igin ltfen yerel

mmm  Delediye yetkili atik toplama birimlerine bagvurunuz.

Daha fazla bilgi igin: 0 800 261 78 05 no'lu {cretsiz danigma hattimizi arayabilirsiniz. " "
info@na-de.comtr  www.na-de.com.tr Piller garanti kapsami digindadir.
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18036, 19036, 18136, 19136 @
EMERGENCY LIGHTING

®
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INSTALL
Unlock the side latchs by screw driver and pull up the back cover Mount the back cover by screw where you want Cut the selected area properly by cissor for luminaire
to fix the luminaire. wiring connection.
CONNECT TEST
L : Phase
N :Neutral —
.
S
Cable terminal position for connection operation. Green LED: mains supply present and battery charge in progress

DISASSEMBLE

Open the up cover of the luminaire by unlocking the Fluorescent is taken out pulling downwards and
latches for changing the fluorescent lamp. the new one is placed.

TECHNICAL SPECIFICATIONS

IP/IK

Nicd htoun W (watt) VA voltamper) Im @umen)
18036 20 A (Non-Maintained)| 4.8V 1000 mAh 1 8 12 100
19036 20 A (Non-Maintained)| 4.8V 2200 mAh 3 8 12 100
18136 20 B (Maintained) 4.8V 1000 mAh 1 8 8,2 100
19136 20 B (Maintained) 4.8V 2200 mAh 3 8 8.2 100

WARNING:

- Make sure that “Phase” and “Neutral” lines are connected correcting to terminals.

- When the luminaire no longer guarantees the full rated autonomy, the batteries must be changed.

- To extend battery life, batteries should be discharged completely ( disconnected from the mains supply ) at least every 12 weeks.

- Supply the ~85-265 Vac / 50-60 Hz. voltage only to connectors indicated with “L" and “N". Leave the other connectors disconnected.

DISPOSAL
E: The crossed out waste bin symbol indicates that the product should not be discarded in the municipal waste but should be taken to an authorized waste collection centre which can dispose of it
properly, reducing its negative effect on the environment and on human healt. For information on waste collection centres and on current waste disposal legislation, please contact your local
=== yaste disposal authority.

For further information, please call: 0 800 26178 05 Batteries are out of warranty
info@na-de.com.tr  www.na-de.com.tr
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